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HISTORIC DISTRICT
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1.1 INTRODUCTION

Roslyn Place Historic District is one of over a dozen
historic districts throughout the City of Pittsburgh with
unique identities and characteristics.

Exterior work within historic districts is reviewed by City
of Pittsburgh zoning and historic preservation staff and
depending on the overall scope, a project may be reviewed
by the Historic Review Commission.

To learn more about the background and overview of
historic districts, and to understand the latest procedures
for the City’s review process for work within the districts,
please review “City of Pittsburgh Historic Districts General
Design Guidelines.”

CITY OF PITTSBURGH LOCAL HISTORIC DISTRICTS
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1.2 ABOUT THE ROSLYN PLACE HISTORIC DISTRICT

Roslyn Place is a residential neighborhood surrounding

a cul-de-sac in Pittsburgh’s Shadyside neighborhood.

The Roslyn Place Historic District contains 10 buildings
constructed on 18 lots and a public right-of-way bound to
the south by Ellsworth Avenue and abutting the Martin
Luther King Jr. East Busway to the north between S. Aiken
Avenue and S. Graham Street.

Built between 1914-1916, Roslyn Place was a speculative
residential development designed by Thomas Rodd. The
single-family homes are arranged on sub-divided lots
circumnavigating a 250’ long wood block cul-de-sac. This
example of the unique wood block street system known as
Nicholson Paving is the last remaining wood paved road
in the City of Pittsburgh. The buildings are homogeneous
in scale, proportion and style, and include a mix of single-
family detached, semi-detached, and attached row homes.
The central, wood-block paved street was originally
surfaced with creosote-saturated 4” x 8” oak-blocks, a
technology known as Nicolson paving. There were several
benefits for using this type of pavement system at the time
of construction, including traction and efficiency, cost,
reduction of noise, and improved well-being for horses.
The street remains one of a limited number of extant
examples of wood paving in the country. In 1985, the street
underwent a major restoration project which maintained
its original level of craftsmanship.

A wrought-iron decorative fence with posts on either side
of the street with mounted iron plaques reading “Roslyn
Place” serve as a gateway to the neighborhood and a key
defining feature.

While much of the surrounding Shadyside neighborhood
has changed since the early 1900’s, the essence of Roslyn
Place has remained intact as a small, urban, residential
development tied together by a unique streetscape. The
maintenance and preservation of the neighborhood

is in part due to active stewardship by residents and
support from Pittsburgh’s City Planning and Public Works
Departments. Roslyn Place Historic District became a local
historic district in the City of Pittsburgh on March 20, 2018.
The Rosyln Place street itself was designated as a City of
Pittsburgh Historic Landmark on May 25, 2017.

STREET SURFACE MAINTENANCE

The historic Roslyn Place street is a resource owned by
the City of Pittsburgh and is maintained by the City of
Pittsburgh Department of Public Works (DPW). If issues
are observed concerning the condition of the street,
DPW can be contacted at 412.255.2513.
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1.3 HIERARCHY OF FACADES

Buildings have multiple faces, some of which are visible
from the public street and some of which are not. These
Design Guidelines primarily focus on alterations, additions,
and new construction that can be seen from the street or
sidewalk, as those changes to the Historic District have the
most impact on the Historic District’s character.

In order of importance, the following definitions describe
the various fagades that are found on a building:

+ A front/primary facade is the building face most
visible from and facing a public street. It contains
the main entrance to the building and typically has
the most character-defining architectural features.
Almost all work done to a front facade will be
reviewed closely by the HRC. Primary facades include
sides of corner buildings that do not contain the main
entrance but are visible from a major public street.

+ Contributing secondary facades are those that
are visible from the public street but are not on the
front of the building. This can include the sides of
detached buildings, provided that those side walls
are visible from the public street. As with front
facades, contributing secondary fagades often contain
character-defining architectural features.

- Noncontributing secondary facades are those that
are in the rear of a building, visible only from an alley,
or on the side of the building, only partially visible
from a public right-of-way.

+ A non-visible facade is one that cannot be seen
from the public right-of-way and is not reviewed by
the HRC.

Front/Primary Facade

= Contributing
Secondary Facade

mmmmmm Noncontributing
Secondary Facade

mmmmm \on-Visible Facade
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1.4 MAJOR ARCHITECTURAL STYLE

All buildings in the historic district are constructed in

the Colonial Revival style with a particular emphasis on
Georgian stylistic elements. The Colonial Revival Style
was one of the most frequently produced in America and
continues to influence residential architecture today.

This style uses the Federal and Georgian vocabulary

of America’s founding period for design inspiration.

In the early 20th century (1915-1935), Georgian period
architecture was favored and frequently incorporated; this
included front facade symmetry, front entrance fanlights
and sidelights, pedimented doorways, porches, and
dormers were applied to Colonial Revival designs.

DRAFT

KEY DEFINING FEATURES

Dormers with curved roofs

Side gabled or hipped roofs

Double-hung windows, often multi-paned
Arched hood or broken pediment over front door
Paired or triple windows

Symmetrical facade

Columned porch or portico

Pilasters
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1.5 KEY CHARACTERISTICS OF THE ROSLYN PLACE HISTORIC DISTRICT

Both significant for its community planning and
development as well as distinctive urban design, Roslyn
Place is an early 20th century example of planned
neighborhoods. The collection of Colonial Revival style
architecture is centered around the unique Nicholson
paved street consisting of approximately 26,000 creosote-
soaked oak wood blocks measuring 4”x8” with grain end
up. Patented in 1859 by Samuel Nicholson, this pavement
was a major advancement in urban planning techniques of
the 19th century. It provided an innovative, cost-effective,
and efficient means by which communities could pave
their streets. Notable benefits of paving with wood include
cost, malleability of materials, a more humane surface

for the well-being of horses, a reduction of noise level
when compared to other forms of paving, and an increase
in property value. Today, there are less than a dozen
documented wood block streets across the United States.

Roslyn Place is unique in that all the architecture is of the
same scale and Colonial Revival style, creating a rhythm
across the entire district. The uniformity of the buildings
in the Roslyn Place Historic District is an overarching
key defining characteristic of the district. While some
variation of primary facade elements include more formal
porch pediments and porticos, the overall consistency in
scale, stylistic design, and materiality define the district.

Site and landscape features also contribute to the character
of the historic district. The sycamore trees lining the single
street district are a key defining element, contributing

to the sense of a planned neighborhood. The original
wrought iron fences along Ellsworth Avenue contain
nameplates for Roslyn Place and define the boundary of
the district.

All of the structures in the Roslyn Place Historic District
are residential buildings consisting of two-and-a-half
stories with gabled roofs, usually with one or two
dormers. Most buildings along Roslyn Place are setback
from the public sidewalk, with a short walkway leading

to a front entrance stoop on the centralized facade. The
buildings at the cul-de-sac have minimal setback and enter
directly from the sidewalk. The principal material utilized
is red brick, trimmed with wood detailing. Originally, the
main roofs were slate shingle, yet overtime some have
been replaced with asphalt shingle. Original entry door
hoods are painted sheet metal with an interior wood
framing system and many are still extant today.

One structure in Roslyn Place Historic District diverges

in placement and materials, which is the residence at 521
Roslyn Place. This building was designed and constructed
as a frame building and an exterior stucco finish was added
in the 1920s. The placement on the site is almost rotated
ninety degrees; with its main entry facing south, rather
than towards Roslyn Place.
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Typical slate-clad curved dormers, shown at 506 Roslyn Place

Typical front walkway, shown at 516 Roslyn Place

1.6 RESIDENTIAL BUILDING VARIATIONS

There are five subtle architectural variations along Roslyn
Place:

Detached: 522, 523, and 525 Rosyln Place are free-standing
single-family homes with symmetrical facades with the
main entry facing Roslyn Place.

» The brick fagade has a running bond pattern and a
course of headers divide the half-basement from the
first floor.

+ Three-sash windows are on either side of the central
elevated entry, with minor variation of sash layouts
among the houses.

 The doorway is situated under a hemispherical,

coffered wood canopy, also known as a broken

pediment. Based on historic photos, the doorway

also featured decorative brickwork and round stucco 525 Roslyn Place
patch.

+ On the second floor, eight-over-eight double hung
windows flank a central six-over-six double hung
window above the entry door.

» Decorative and non-operable shutters exist at 523
and 522 Roslyn Place, but most are not sized correctly.
Shutters only existed at second floor window
openings.

« A painted wood cornice is below an asphalt shingle
roof. A central dormer with a six-over-six, double-
hung window has rounded wood infill giving a subtle
nod to the arched front entrance below, a Federal style
feature.

« There are two rectangular chimneys in each
building, one parallel and one perpendicular to
Rosyln Place.

Attached Row Homes: 506-509 Rosyln Place have nearly
identical detailing to the detached houses. 507 Roslyn Place

« A rectangular opening between 507 and 508 provides
access to the rear of the dwellings and contains a
painted decorative wood gate.

« Each house has two dormers centered over the right
and left bay, and metal downspouts provide a visual
separation between each unit.

Semi-Detached (3 Bay): 510, 512, 514, 516, 518, and 520
Roslyn Place are also visually similar to the detached
houses, except that they are semi-detached.

« Other differences include the presence of metal
downspouts to the left and right of each building, and
a central chimney located on the shared wall between
the two buildings.

+ The configuration of the first-floor windows vary
among buildings. A variety of decorative slatted
shutters are also present.
514 Roslyn Place
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Semi-Detached (2 Bay): 511, 513, 515, and 517 Roslyn Place
are semi-detached and the facades are divided into two
bays.

« The front of the first story features a wood porch
with a peaked roof over the entry.

« The first floor contains a pair of six-over-six, double-
hung windows.

+ At 511 and 513 Roslyn Place, double sets of wooden
Doric columns support a wood coffered porch and are
surrounded by wood railings.

+ At 515 and 517 Roslyn Place, iron piers with
decorative detailing support the porch, and are
surrounded by metal railings.

+ The second story features two six-over-six, double
hung windows with slotted shutters.

* A central dormer with a six-over-six, double-hung
window with a curved roof projects out of the pitched
roof.

« A single central chimney perpendicular to the street
is located between the attached units.

Detached (Stucco/Rotated): 521 Roslyn Place is a distinct
structure in the district.

- Its western facade faces Roslyn Place, its front entry
facing south towards Emsworth Street and 523 Roslyn
Place.

« Its stucco exterior features an attached one-story
white trellis.

« Its central entry is flanked by two bi-fold, ten-paned
windows.

« The second story features two, two-over-two
windows.

« A stucco, rectangular chimney is centralized on the
western facade, parallel to the street.
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521 Roslyn Place
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2.1 EXTERIOR WALLS & MATERIALS

Brick is the key building material in the Roslyn Place Historic District, complemented
by decorative wood elements such as trim and cornices. These exterior materials not
only enhance the architectural character of the district, but also play a crucial role in
the building's structural envelope. When possible, maintaining and repairing existing
materials is the preferred approach over replacement.

2.1.1 Historic masonry should be stabilized and repaired
rather than replaced when possible.

2.1.2 Stone and brick should not be removed or covered
with artificial or synthetic materials, such as clear
waterproofing coatings and waterproofing parges.

2.1.3 Masonry, whether stone or brick, should not be
painted. These coatings can trap moisture and cause
deterioration of masonry walls.

2.1.4 Repainting may take place if the masonry was
painted historically.

2.1.5 Historically-appropriate colors are preferred for
masonry repainting. Reach out to DCP Staff for
consultation when a color scheme is being selected
for a building.

2.1.6 Repointing masonry walls should include
preservation methods that strengthen materials
through consolidation, such as patching walls and
repointing bricks with mortar of an appropriate
strength, color matching existing, and using
historically appropriate widths and joint profiles.

2.1.7 A qualified person who is familiar with mortar
mixes for historic properties should do repairs and
repointing.

2.1.8 Portland cement mortar is too high in strength

for historic materials. A typical compatible mortar
is Type N or S, using a combination of Portland
cement, lime, and sand.

2.1.9 Patching of masonry units should be done by
‘toothing-in’ bricks to maintain the original coursing
pattern.

APPROPRIATE NOT APPROPRIATE

“Tooth-in” replaced
masonry units following
the existing coursing
(pattern).

Saw cut existing masonry
and fitting replacement
units to fit, disrupting the
existing coursing.

MASONRY JOINTS

Flush Raked Struck  Concave V-Shaped

MAINTENANCE TIP

Protect masonry, metal, and structural elements such
as wood members from corrosion and rot by keeping
gutters and downspouts clear, roofing in good repair,
and wood free from insect infestation. Provide proper
drainage to ensure that water does not erode foundation
walls, pool on surfaces, or drain towards the building.
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Example of deterioration Example of inappropriate
to masonry caused by use of paint on masonry
inappropriate strength mortar  substrates, as well as
repair. inappropriate color choice.
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2.1.10 Metals should be painted if they were originally
painted or if a coating is necessary for protection
from corrosion. Otherwise, they should be left
unpainted. Patina, such as that found on historic
copper or bronze, should not be removed.

2.1.11 Use non-corrosive cleaning methods to clean soft
metals such as lead, tinplate, and copper, and use
the least abrasive cleaning methods to clean hard
metals such as cast iron, wrought iron, and steel.

2.1.12 Wood siding should be retained in the same profile
and configuration that exists.

2.1.13 Repair of wood elements may include limited
replacement of deteriorated members. The
replacement wood should match the same species,
size, profile, and appearance of the original siding.

2.1.14 If there are extensively deteriorated or missing
areas of siding or trim that make localized repairs
or replacement infeasible, full replacement of
siding may be appropriate. New materials should
replicate the original as closely as possible in

material, composition, size, profile, and appearance.

Substitute materials, such as engineered wood, fiber
cement, or synthetic cladding may be considered if
they can adequately match the appearance, physical
properties, and durability of the historic materials.

2.1.15 Installation of new cladding over original or
existing building features is inappropriate.

2.1.16 Repair stucco by patching with new material that
duplicates the old in strength, composition, color,
and texture.

DRAFT

Stucco should be maintained and repaired to keep a consistent
appearance, color, and texture.

WOOD ELEMENT CLEANING

Maintenance of wood siding and elements promotes a
long life for the materials. Cleaning may be performed
with a pH netural, biodegradable detergent and soft
brush. Avoid using chemicals for cleaning.

FURTHER READING

While the use of matching materials to replace
historic is preferred, it is recognized that flexibility is
sometimes required. Substitute materials that closely
match the visual and physical properties of historic
materials are appropriate. Refer to National Park
Service, Technical Preservation Services, Preservation

Brief 16: The Use of Substitute of Historic Building
Exteriors for more information.

MASONRY CLEANING

Masonry may be cleaned to remove environmental
staining or biogrowth, such as moss, algae, or lichen.
These biogrowth can introduce soluble salts into

the masonry units and hide surface issues. When
cleaning, use a biodegradable, pH neutral detergent,
low-pressure wand (100 psi or less, white or black
tip) and soft nylon brush. Avoid using chemicals or
sandblasting for masonry cleaning. DCP Staff can
provide more guidance on appropriate product types
to use.
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2.2 ROOFS

The roof (Jeometry and material) of a residence is an important architectural feature
that is both character-defining and functional. Dormers, chimneys, metal flashing,
roof-edge drainage systems, and trim are associated features that also contribute to
the building’s character. Every effort should be made to retain these elements in good

condition.

2.2.1 Repair and restore original roofs when possible.
Before replacing a roof, evaluate if repair or
localized areas of in-kind replacement of shingles is
feasible.

2.2.2 If replacement of a roof is necessary due to severe
deterioration, use in-kind replacement materials
that match the original material, appearance, color,
pattern, shape, and dimensions.

2.2.3 Ifin-kind replacement of the roof is not feasible, use
new roofing materials that resemble the original
material in appearance, color, pattern, shape, and
dimensions.

2.2.4 If photographic documentation of the original
roof style is not available for an historic building,
use materials that resemble the original roofing
materials on nearby historic buildings of a similar
style. These materials will likely be slate or clay tile.
Asphalt shingles that match the color of nearby
roofs on historic buildings may be used if original
materials are not feasible. Corrugated metal roofs
are generally not appropriate for historic buildings.

2.2.5 Alternate roofing materials, which are materially
different from original roofing materials, may be
appropriate if they resemble the appearance of
the original material and do not detract from the
architectural character of the building. Architectural
and three-tab asphalt shingles as a replacement for
slate and clay tile are not appropriate.

2.2.6 Original sheet metal roofing should not be covered
with membrane roofing or asphalt shingles.

2.2.7 Avoid altering dormer shape or roof pitch. Avoid
removing historic dormers.

ALTERNATE MATERIALS

Alternate materials for slate may include synthetic
slate shingles or asphalt shingles designed to look like
slate. These materials should mimic the same shape,
profile (or thickness), and color as the original slate.
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PLACEHOLDER FOR SUPPORTING IMAGE

2.2.8 Avoid shortening or removing chimneys. If
chimneys are no longer in use, they should be
capped and retained.

2.2.9 Built-in gutters should be maintained and/or
repaired in-kind.

2.2.10 Typical gutter materials include aluminum, copper,
and other metals. Plastic and vinyl materials are not
appropriate for gutters.

2.2.11 Drainage elements should be painted to blend in
with the building exterior, unless they are a material
such as copper, which is meant to be left unpainted.
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TYPES OF GUTTERS

j)

Half-Round Gutter

Built-in Gutter
5 (Box Gutter)

J

“K” Style Gutter
Inappropriate

Existing slate roof

Existing arched door hood with metal roof.

SLATE SHINGLES

Rectangular ~ Beveled Scalloped

“Exposure” refers to the
visible area of a shingle,
shown in red.

Exposure should be
maintained in any
roof maintenance or
replacement work.
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Existing built-in gutters with metal downspouts.
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2.3 DOORS

The composition of a door, including the framing, decorative trim, sidelights, and
transom are significant architectural features. The proportion, shape, and detail of an
historic door contribute to the architectural style of the building.

2.3.1 All doors and associated features should be

retained and should not be replaced with modern
styles or materials.

2.3.2 Consider replacement of previously altered non-
historic doors on primary facades with those that
are more historically appropriate.

2.3.3 Replace doors in-kind if repair is not feasible.
Replacement doors should match the original door
in location, material, design, size, profile, and
operation. Wood replacement doors are highly
preferable to synthetic materials or metal.

2.3.4 Maintain original sidelights and transoms to

preserve the solid-to-void ratio of the entrance
system.

2.3.5 Original doors should not be replaced with modern
styles or materials.

2.3.6 Wood replacement doors are highly preferable to
synthetic materials or metal.

2.3.7 Avoid creating new door openings on the primary
facade.

2.3.8 Storm and screen doors should complement the

historic door. They should not excessively cover or
detract from the entry door.

MAINTENANCE TIP

Maintain existing historic doors and door frames.
If localized repairs can be made, such repairs are
preferable to replacing the door or frame.

COATINGS

Coatings are protective and aesthetic measures to
protect the architectural materials. If possible, use
oil/alkyd based paint on exterior wood doors. For
stains, use a linseed or spar varnish instead of a
polyurethane coating. These clear coats are protective
yet breathable and do not require a total overhaul like
polyurethanes.

Common coatings for metals include zinc-based
paint. Linseed oil paint is also excellent as a protective
coating. Powder coating is a very durable modern
coating system applied at the factory, not on-site.
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While there are a variety of front doors found in Roslyn Place

Historic District, they are consistent in that they are panelized

wood doors.
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2.4

WINDOWS
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Original windows are one of the most important characteristics of historic buildings.
The shape, size, style, and material of the windows are distinguishable features of most
architectural styles. Windows are highly noticeable and improper replacement windows
can detract from a building’s historic character. Every effort should be taken to retain
and repair existing windows to the greatest extent possible.

Windows

2.4.1

2.4.2

2.4.3

244

245

2.4.6

Repair and restore original windows and associated
components whenever possible.

Consider replacement of previously altered
non-historic windows with those that are more
historically appropriate.

Replacing windows should only be done if repair is
not possible due to extensive deterioration or poor
function.

Replacement windows should match the original
historic window as much as possible in material,
design, scale, color, and finish, including the
window configuration (single-hung, double-hung,
casement, etc.), the frame, the sash, the casing, the
sill, and the configuration of the muntins.

Storm windows and improvements to energy
efficiency are appropriate if they do not damage
repairable original windows or restrict or reduce
original sight lines.

New materials such as aluminum-clad windows
are generally appropriate replacements for wood
windows, as they can replicate profiles of the
original details. Composite wood or fiberglass
windows may also be appropriate if they match

the original appearance. Vinyl windows are not
appropriate due to their inability to match historic
profiles and their poor durability and performance.

DOUBLE-HUNG CASEMENT FIXED

Different types of windows found in existing buildings.

APPROPRIATE INAPPROPRIATE

Maintaining window sightlines includes matching the
thickness of window sashes, frames, and muntins.
Simulated divided lites can maintain the original sightline.
Grilles-between-the-Glass are not appropriate.

APPROPRIATE INAPPROPRIATE INAPPROPRIATE

Example of an appropriate window replacement
approach for existing buildings. The size and proportion
of historic window openings should be preserved.

STORM WINDOWS

Storm windows can be an easy way to increase energy
efficiency of historic windows while also preserving
the integrity of the windows.

Chapter 2 | GUIDELINES FOR EXISTING BUILDINGS
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2.4.7 New openings or infill of existing openings are
not appropriate on primary facades. If creating new
openings or infilling existing openings is necessary
for new interior uses, locate openings on secondary
or non-contributing facades.

Shutters

2.4.8 Consider replacement of previously altered
non-historic shutters with those that are more
historically accurate.

2.4.9 Repair and restore original wood shutters whenever
possible. Restore original hardware.

2.4.10 Install new shutters only if shutters existed
previously on the building, and match the window
shape. The width of the shutters should coordinate
with the window width so that the shutters would
cover the full window when closed.

Example of replacement windows that are inappropriate
and do not meet the guidelines.

SHUTTERS

Shutters should be one half the width of the window,
in order to cover the entire window when closed. The
shutter shape should match the window.

Original shutters are rare as these elements
tend to degrade from the elements. Shutters are

ANATOMY OF ATYPICAL WINDOW

2.5 PORCHES & STOOPS

Porches are important to each individual property and they are also important

contributors to the streetscape. Removing porches or replacing items with

inappropriate materials can greatly alter one of the most character-defining features

and assets of a home and blight the streetscape.

2.5.1 Retain original materials and designs in elements
like rails, spindles, posts, floors and roofs.

2.5.2 Repair and restore original historic porches
whenever possible.

2.5.3 Consider replacement of previously altered
non-historic porch elements with elements that
are more historically appropriate. Historically
appropriate elements may be observed at nearby
original porches or through the study of historic
photographs.

2.5.4 If repair is not feasible, replace porches in-kind,
matching as closely as possible the materials,
appearance, transparency, geometry, and height.

2.5.5 Ifin-kind replacement of the porch is not feasible,
use a design that resembles the original in
materials, appearance, transparency, details, and
dimensions.

2.5.6 Appropriate substitute materials for wood
elements may include cellular PVC or wood fiber/
polymer composites. Alternate materials may
include composite wood decking to replace tongue-
and-groove wood floor boards if they match original
dimensions. Use of dimensional lumber is not
appropriate for visible replacement materials. Vinyl
railings and trim are not appropriate alternate
materials for wood elements.

2.5.7 Porches on primary and contributing secondary
fagades should not be removed or enclosed. Roof
size and shape of porches should not be changed.

2.5.8 Avoid removing, altering, or covering historic
details on porches.

DRAFT

ANATOMY OF A PORCH

Pilaster

Top Rail
Balustrade
Bottom Rail
Skirting
Stringer

Brackets

Post/Column

Decking

Newel Post

Riser
Tread

MAINTENANCE TIP

Keep wood porches painted to help protect the wood
from moisture damage and degradation.

important features and have a developmental history Flashing

worth considering when replacing new. While

contemporary life may not use shutters, it is important

to restore these features as operable and accurate. Trim

When in the open position, shutter louvers should be Upper

angled down this way, when closed, the water would strl)l

be channeled away from the window. Louvers should

be approximately 60% open, not flat, as to allow for Glazing

ventilation.

. S Muntin

According to historic photographs, Roslyn Place had

fixed louvered shutters on the second floor only. True-
Divided
Lights
Meeting
Rail
Muntin
Reveal
Reveal
Lower
Sash

APPROPRIATE NOT APPROPRIATE Sill

Louvered shutteris a Solid shutter is inconsistent

consistent style for the with district, and is undersized

district, and each shutteris  for the window width. Apron/

half the window width. Trim
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Existing porch at 517 Roslyn Place
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2.6

2.6.1

2.6.2

2.6.3

2.6.4

ACCESSORY STRUCTURES

In many cases, accessory structures include garages and sheds and are generally
located in the rear of the property. In many cases, these structures may be secondary or
non-visible. Accessory structures visible from the public right-of-way are reviewed by
HRC staff. Historic accessory buildings should be maintained with the same care as the
primary building and should refer to all guidelines above.

Repair and restore, rather than replace, historic
accessory structures whenever feasible.

When completing work to historic accessory
structures, retain the dimensions of the structure to
the maximum extent possible. Accessory structures
should remain subordinate in proportion to the
primary building and property footprint.

If repair of an historic accessory structure is not
feasible, replace the structure in-kind, matching as
closely as possible the materials, appearance, and
dimensions.

If in-kind replacement is not feasible, incorporate
architectural cues from the primary building to
influence the design of a new replacement accessory
structure.

Chapter 2 | GUIDELINES FOR EXISTING BUILDINGS

Historic accessory structures often carry similar architectural

features as the main building, as seen in the garage at the rear

of this house.
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3.1 SIGNAGE

Signage in historic districts provides essential wayfinding and advertisement for
commercial activity. Signs should complement the building’s design and should not
obscure or distract from the architectural character. All signage must comply with

the Pittsburgh Zoning Code. Since Roslyn Place contains only residential structures,
signage is limited to address placards which do not require permits and are not subject
to review by the HRC. Below are recommendations to ensure address placards align
with the district's character.

3.1.1 Maintain original ceramic tile address numbers
where they exist.

3.1.2 Locate new signs in an historically appropriate
location; adjacent to the jamb of the front entrance
door.

3.1.3 Provide placards with an easy-to-read font in a size
that is not too large or intrusive. A maximum text
height of 3” is recommended.

3.1.4 Avoid obscuring character-defining features with an
address placard installation.

3.1.5 Do not remove or destroy historic elements to
install a sign. Mount anchors in mortar joints, not in
masonry units where applicable.

Original ceramic tile address numbers

Chapter 3 | GUIDELINES FOR SUPPORTING ELEMENTS
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3.2 ACCESSIBILITY

Sensitive solutions to ensure buildings are physically accessible to all are crucial for
historic districts. There may be multiple appropriate solutions that can effectively
address a project’s need while minimizing impacts to the character-defining features of
the building or district. Historic buildings are not exempt from the requirements of the
Americans with Disabilities Act (ADA), but there is additional flexibility for designated
historic structures.

3.2.1 Design and construct modifications to avoid
damaging, removing, or obscuring historic
materials; ensure modifications can be reversed
without damaging historic fabric in the future.

3.2.2 Provide access through a primary entrance
whenever feasible. If another entrance is required,
locate that entrance as close to the main entrance as
possible on a secondary facade.

Example of an appropriate accessible entry modification.

ADA COMPLIANCE FEASIBILITY

If full compliance with ADA standards is not feasible,
the building may be eligible to meet alternative
minimum standards. Contact the Pittsburgh
Department of City Planning and/or Pennsylvania
State Historic Preservation Office (PA SHPO), who can
provide guidance on feasible accessibility solutions.

Contact the PA SHPQ'’s Western Region Community
Preservation Coordinator.

ADA APPLICABILITY

ADA is applicable to all places of public
accommodation and does not apply to residential
buildings. However, these guidelines still apply to
residential building owners who desire to make
accessibility upgrades to their property.
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3.3 FENCES, WALLS, WALKWAYS & OTHER LANDSCAPE ELEMENTS Walls

3.3.8 Repair and restore existing masonry retaining
walls.

3.3.9 Repoint with a compatible mortar of an appropriate
strength, texture, and color matching existing, using
historically appropriate widths and joint profiles,
and preserve the existing height and appearance of
the wall.

Fences, retaining walls, and walkways contribute to the visual character and rhythm of
the streetscape, especially when they are located in front of primary facades. Wrought
iron fences with ball finials are the most common historic fence and brick walkways
(typically in a herringbone pattern) lead to the front entrance of most properties within
the Roslyn Place Historic District.

3.3.10 If repair is not feasible, replace historic masonry
retaining walls in-kind, matching as closely as
possible the materials, color, surface texture, and
height.

3.3.11 When constructing new retaining walls, use

. . T materials that are compatible with the surrounding
3.3.2 Repair and restore existing historic fences materials of the district in appearance and scale.
whenever possible. This includes the rails, balusters,

bases, and details.

Fences

3.3.1 Avoid removing historic fences, including removal
to add new walkways, driveways, parking areas.

3.3.3 Replace fences in-kind if repair is not feasible, Walkways & Features
matching as closely as possible the materials, 3.3.12 Replace deteriorated walkways and features with
appearance, transparency, and height. in-kind materials, replicating the historic color and
3.3.4 If in-kind replacement of the fence is not feasible, pattern.
use a design that resembles the original in 3.3.13 If in-kind replacement is not feasible, utilize a
materials, appearance, color, pattern, transparency, compatible substitute material. Reference DOMI
and dimensions. requirements for public sidewalk walkways.
3.3.5 New fences should complement the architectural
style of the building and not obscure the view of the o o )
primary facade or negatively impact the pedestrian The original fence 'a[ong I"IIS'tOI’IC iron fence with ball
experience on the sidewalk. Ellsworth Avenue is a key finials on posts and quad MAINTENANCE TIP Brick walkway connecting to front steps, with a brick landscape
3.3.6 Appropriate fence materials may include wrought character deﬁplng feature and  finials on the pickets. edging.
or cast iron, wood, and vegetation (shrubs). Avoid should be maintained. xiﬁtﬁgil&i?ggfyle;fﬁ;;i?ﬁﬁ?;;ﬁ?;?irtl}tl:r
synthetic materials such vinyl and plastics. FENCE STYLES can cause damage to building materials, both new and
3.3.7 Appropriate fence designs may include picket, historic. Stone will absorb salt-saturated snow melt
capped picket, and spindle. Avoid chain-link, split- APPROPRIATE fence styles use materials that would into its pores, resulting in spall, metal will corrode
rail, ranch-rail fences, or those composed of modern have existed historically and in patterns typical at the and vegetation can be adversely affected. Use products
stock profiles. time of initial construction. made of Calcium Magnesium Acetate or Urea/
Carbonyl Diamide which are potentially less damaging
to resources than those with Magnesium Chloride,
Potassium Chloride, and Sodium Chloride (rock salt).
DEPARTMENT OF MOBILITY & INFRASTRUCTURE (DOMI) Mix in sand to dilute the chemical treatment as well as
add traction. Applying salt in moderation, as opposed
Ifa project includes work affecting pubhc sidewalks or to salt dumping, also helps mitigate the damage to
curbs, reference the latest DOMI requirements. Wrought Iron Picket B iuilding materials. Lastly, consider using an elect.ric
eat mat on a front stoop, a temporary and reversible
measure.
INAPPROPRIATE fence styles use materials that would
not have existed historically, or in a style that is out of
place from the period or area.
NEW FENCES MAINTENANCE TIP Iron fence and brick walkway.
New fences should be designed to comply with City of Preserve the distinctive historic features of the
Pittsburgh Zoning Regulations. landscape or streetscape, including walkways and
paving which contribute to the character of a property.
Ensure bricks or pavers are properly set. Maintain
walkways leading from the sidewalk to the main
Ranch Rail Split Rail Chain Link building entry.
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3.4

3.4.1

3.4.2

3.4.3

3.44

TECHNOLOGY & EQUIPMENT

Modern technology requirements, such as security cameras and telecommunications
wiring, may have an impact on the integrity of a historic building if not sensitively
located. While it is preferred that roof- and surface-mounted equipment be located
outside of historic districts when feasible; if installed within a historic district, the goal
is to have the least possible visual impact on the historic district.

Locate equipment on non-visible or non-
contributing facades and/or roof slopes.

Mount equipment on non-historic materials or
in the least intrusive manner feasible; anchor to
mortar joints instead of brick units at masonry
walls.

If equipment is necessary on a primary facade (such
as a security camera), place in a concealed location
and select finish or paint to blend into adjacent
surfaces.

Install wiring and conduit on secondary or non-
contributing facades.

Chapter 3 | GUIDELINES FOR SUPPORTING ELEMENTS

Modern facade lighting is concealed under the eve and the

fixture color blends in; this is an appropriate installation.

3.5 ENERGY & SUSTAINABILITY

DRAFT

Historic Preservation is an inherently sustainable practice because it conserves the
energy expended during the building’s original construction. Historic materials are
often more durable, though significant advancements have led to the development of
highly efficient, energy-saving building products. Given the residential character of

Roslyn place, some energy upgrades may not be applicable or permitted.

3.5.1 Alternative energy systems, such as solar devices,
should be as low-profile to the historic building as
possible and should be only minimally visible from
the public right-of-way (located on non-visible or
non-contributing elevations only). Consult a solar
energy contractor to determine if solar panels can
be placed horizontally on a roof rather than at an
angle.

3.5.2 Windmills and turbines are generally not
recommended for direct placement on historic
buildings or sites, unless they are not visible from a
public right-of-way.

3.5.3 Green roofs can be an option for historic buildings
in some cases. However, they should not be visible
from a public right-of-way, and engineering studies
will need to be completed to see if the historic
building can accommodate the weight and water
requirements of a green roof.

ROOF-MOUNTED EQUIPMENT

APPROPRIATE

NOT APPROPRIATE

FURTHER READING

For more direction on implementing sustainability
strategies on historic buildings, consult the Secretary
of the Interior’s Standards for Rehabilitation

& Ilustrated Guidelines on Sustainability for
Rehabilitating Historic Buildings (PDF).
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Example of inappropriate solar panel installation on roof slope
easily seen from a right-of-way along the primary elevation.
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3.6

3.6.1

3.6.2

3.6.3

3.6.4

3.6.5

UTILITIES & BUILDING SYSTEMS

Modern building systems, including mechanical systems, air conditioning, and
electric, are necessary to maintain comfort within historic properties, but they should
be installed and located sensitively in order to not disrupt the character of the historic

district.

Install new mechanical systems that result in the
least alteration possible to the historic building, its
character-defining features, and its appearance from
the public right-of-way.

Any mechanicals, such as HVAC units, installed

on rooftops should be situated so that they are not
visible from the public right-of-way. If concealment
is not possible, the mechanical equipment should
be set back and screened with fencing or non-
deciduous vegetation so that it is minimally visible.

Locate vents and penetrations on non-contributing
or non-visible roof slopes, facades, or conceal
behind chimneys.

When possible, coordinate with utility companies
to install meters on secondary, non-contributing, or
non-visible facades rather than the primary fagade.

Minimize the visual impact of existing meters
through the use of fencing or landscaping if allowed
by the utility company.
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NOT APPROPRIATE

APPROPRIATE

Place utilities or building systems equipment to avoid
obscuring significant features or adversely affect the
perception of the overall character of the property from the
street level.

Exterior conduit is appropriately placed on a secondary facade.
A further consideration would be to select an integral finish or
paint so that the equipment better blends in with the brick wall.
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4.1

GENERAL GUIDELINES

New additions to historic buildings should be considered only after determining that
the existing interior spaces cannot be altered to fit the intended new use.

Additions should be differentiated in material,
scale, and geometry from the original historic
building. Historicizing, or creating the impression of
original historic aesthetic, should be avoided.

When constructing an addition, take steps to
minimize changes to the original historic building’s
exterior walls and materials and ensure that original
building features are not irreversibly damaged,
completely destroyed, or hidden.

New additions should be undertaken in such a
manner that if removed in the future, the essential
form and integrity of the original historic building
and its materials and features would not be
compromised.

Reconstructing missing architectural features must
be supported through physical evidence (shadows
or “ghosts” on walls) or documentary evidence like
photographs, drawings, or examples on similar
buildings to document your choices.

For new additions, choose materials that
complement the colors and textures of contributing
buildings in the Historic District to promote
compatibility of design.

Chapter 4 | GUIDELINES FOR ADDITIONS

Example of a rear addition with complementary colors
and differentiating materials

Example of an appropriate addition, which has similar
proportions and roof slopes, but is smaller than the original
structure.

38

4.2

4.2.1

4.2.2

4.2.3

4.2.4

LOCATION OF ADDITIONS

Avoid constructing additions that alter the primary
fagade of the building.

Additions should be subordinate to the original
building, preferably located on a non-contributing
fagade, or on a secondary facade, if a non-
contributing fagade is not feasible.

Side additions should be set back from the primary
facade of the building.

Rooftop additions, such as rooftop decks or
balconies, should be set back from the vertical
plane of the facade; these should be located on non-
contributing or non-visible facades.
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Example of an inappropriate rooftop addition on the
primary facade.

Example of an appropriate addition, located at the rear
of the building.
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4.3

4.3.1

4.3.2

433

MASS & SCALE OF ADDITIONS

Design additions to be subordinate to the original
historic building. New additions should be smaller
in proportion overall to the size of the original
historic building.

Additions should be shorter in height than the
original historic building. If an addition is to be the
same height as the original building, it should be
set back considerably from the front fagade of the
building or connected to the original building by a
passageway or hyphen. Additions should never be
taller than the original building.

Dormer additions should be subordinate to the
dimensions of the existing roof. They should not be
taller than the existing roof, span across the building
or the majority of the building, or extend from the
eave of the roof to the roof’s ridge.

MASS & SCALE OF ADDITIONS

APPROPRIATE

APPROPRIATE

IF SET BACK OR
CONNECTED WITH
A HYPHEN

NOT APPROPRIATE

MASS & SCALE OF DORMER ADDITIONS

APPROPRIATE

New dormer matches
style of historic dormer.

NOT APPROPRIATE

New dormer has a stylistic
difference compared to
historic dormer.

NOT APPROPRIATE

Modifying historic
dormers, and/or adding a
dormer that is out of scale
with the original is not
appropriate
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Example of an appropriate dormer addition which removed an

original dormer and created non-historic proportions.
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4.4 NEW ARCHITECTURAL ELEMENTS

4.41

4.4.2

443

4.4.4

When designing new buildings or additions, it is
generally discouraged to create exact replicas of
historic buildings or ornamentation details. Instead,
the focus should be on general building form,
placement, organization, materials, colors, and
textures. Simplified interpretations of the original
features are recommended.

Windows in an addition should largely match
the size and shape of the windows of the original
building.

New porches should not be added to the primary or

secondary contributing facades of historic buildings.

If a porch was historically present on the original
building and a new porch is desired, design the
new porch with the same general dimensions as the
original porch.

Roofs of additions should match the pitch and
materials used on the original historic building.

Chapter 4 | GUIDELINES FOR ADDITIONS
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HISTORIC
ELEMENT

SIMPLIFIED
DETAILING
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5.1

GENERAL GUIDELINES

New construction within the historic district should fit the character of the
neighborhood in terms of scale, materials, massing, proportion, size, and setback.
While new buildings will not be historic, they should relate to the surrounding buildings
and neighborhood. New buildings should fit in without seeming to be falsely historic.

Designs, materials, and setbacks from the street
that are similar to those of existing buildings on the
same lot or in the same neighborhood should be
considered for new construction.

Traditional window and door openings, designs,
materials, and roof shapes can also help new
buildings to blend in with their older neighbors.

Reconstructed facades are generally discouraged
for use on new buildings. Sourcing salvaged
materials is recommended, but care should be taken
to ensure the style and time period of the salvaged
material is appropriate.

New buildings shall comply with all Zoning
Ordinance requirements.
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Example of new construction that blends in with the
proportion and material palette of the surrounding area.
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5.2 LOCATION OF NEW CONSTRUCTION

5.2.1

5.2.2

New construction to fill existing gaps or utilize
vacant or underutilized lots is encouraged. The
design of new construction buildings should be
compatible with the existing historic context but
differentiated as new construction. This approach
will allow the new construction to fit into the
visual patterns of the neighborhoods but allow
contemporary design, materials, and techniques.
Although there are buildings from different time
periods in the district, there are unifying features
that create cohesive character.

Construct new buildings with the same setbacks as
neighboring structures.
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APPROPRIATE

INAPPROPRIATE

Diagram indicating appropriate infill construction in regards
to setbacks and proportions/roof shapes.
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5.3 MASS & SCALE OF NEW CONSTRUCTION

5.3.1

5.3.2

5.3.3

5.3.4

New construction should take cues from
contributing buildings in the Historic District with
respect to their scale, form, mass, height, setbacks,
dimensions, orientation, proportions of wall
openings, materials, textures, and colors.

Design new buildings to be the same approximate
height as existing surrounding buildings. The
new building should not stand out in a way that

is incongruent with the character of the Historic
District.

New buildings should be of the same scale as
existing historic buildings, in terms of building
width and mass.

New corner buildings should be designed so that
there are two primary fagades that are treated
equally when it comes to design, materials, and
details.
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APPROPRIATE

INAPPROPRIATE

Diagram indicating appropriate scale and
massing for new construction.

The newer construction on the left is not an appropriate
addition to the historic neighborhood, in style, massing,
setback, or proportion.
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5.4 BUILDING FEATURES

DRAFT

5.4.1 The ratio of solid/void (wall to window) creates
a rhythm of openings within a facade. New
construction should respect the pattern and
proportion of openings (windows and doors) to
unify the streetscape.

HISTORIC
ELEMENT

5.4.2 New construction should utilize similar
composition techniques to existing historic
buildings and create prominent horizontal and
vertical emphasis through belt courses, lintels,
cornices, pilasters, and other contemporary
methods.

5.4.3 Main entrances to new buildings should be on the
primary facade facing the street. For buildings

SIMPLIFIED
DETAILING

located at corners, a main entrance at the corner is
also an option.

5.4.4 Doors and windows of new buildings should
reflect the size and scale of such building openings
in adjacent or nearby historic buildings. New
windows and doors should not be inappropriately
large, nor should they be smaller than those of the
surrounding historic buildings.

5.4.5 New construction should employ similar roof
shapes to those of the adjacent historic buildings.

Chapter 5 | GUIDELINES FOR NEW CONSTRUCTION
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5.5 BUILDING MATERIALS & FINISHES

5.5.1

5.5.2

5.5.3

5.5.4

Brick masonry is the primary material used for
the existing historic buildings, with wood and also
utilized for detailing. New materials should be
compatible in color and texture with the adjacent
structures to create a unified design within the
Historic District.

The style of the new construction should be
contemporary and should not attempt to imitate the
style or detailing of existing or historic buildings.
Detailing elements utilized, if desired, should be
simplified.

Synthetic materials and metal siding such as vinyl,
plastics, and aluminum should be avoided for use on
exterior walls for new construction and renovations.

Incorporate local materials and materials that are
dominant in the surrounding neighborhood with
consideration for durability and sustainability.
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New brick masonry should be compatible with existing
historic masonry; observe the colors and patterns of
neighboring historic buildings.

Example of new construction following rhythm and form of
the surrounding historic streetscape.
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5.6

5.6.1

5.6.2

5.6.3

5.6.4

ACCESSORY STRUCTURES

DRAFT

Historically, accessory structures included garages and sheds located in the rear of the
property; these structures were typically designed to be secondary or non-visible. New
accessory buildings should retain the same historical relationship as primary buildings

and historical accessory structures.

Newly constructed accessory structures be
proportionate in mass and scale to the primary
building.

Accessory structures should be located at the rear of
the building or in a location that is minimally visible
from the public street.

Accessory structures should use the same types of
materials and colors as primary buildings. Masonry
and wood are more appropriate material choices
than synthetic materials.

New accessory structures should generally reflect
the size, shape, and dimensions of nearby historic
accessory structures.

Chapter 5 | GUIDELINES FOR NEW CONSTRUCTION

APPROPRIATE

INAPPROPRIATE

New structures should
respect the historic building
in style, setback, and overall
relationship surroundings.
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6.1

GENERAL GUIDELINES

Review is required for proposed demolitions of any structure in the Historic District.
Demolition of an existing structure should only be considered as a last resort when all
rehabilitation options have been explored and exhausted.

In lieu of demolishing an historic building, explore
alternatives such as rehabilitation, adaptive reuse,
relocation of the building, or a sale to another
property owner. Investigative assessments and
feasibility studies can be utilized to guide potential
reuse options and configurations.

Structures should be maintained to prevent
‘demolition by neglect’; at a minimum,
maintenance and repair of the roof, drainage, and
exterior facade should be performed regularly to
prevent deterioration.

The design of a new building to occupy the existing
site should follow the guidelines in Chapter -
Guidelines for New Construction.

If demolition is to take place, ensure that

building materials from the demolition can be
salvaged. Contact local construction material
salvage organizations to explore the feasibility of
transporting the demolished building materials to
be reused elsewhere.
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Demolition removes historic structures and creates a void in
the streetscape.
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6.2 CONSIDERATIONS

If demolition of an historic building is proposed, the
following questions should be asked and the answers
reviewed with City of Pittsburgh Department of City
Planning staff:

+ What is the historical significance of the building?

« What condition is the building in? Is the building
deteriorated to the point that it has to be demolished
for life safety purposes or blight removal?

+ Are there other buildings in the City similar to the
building proposed to be demolished, or is the building
individually unique?

« What impact would demolition have on the
surrounding buildings and the neighborhood as a
whole?

« Is demolition the most cost-effective means
of improving the property, or is preservation a
financially viable option?

Historic pamphlets can be valuable resources in
understanding the history of a building and neighborhood.

« Can the historic building be modified in a way to
make it more usable for a new use?

« If demolition is to take place, can the new building
be designed in a way so that it is compatible with the
surrounding buildings in the Historic District?

DEMOLITION BY NEGLECT

“Demolition by neglect” is a phrase describing the
willful or negligent failure to provide ordinary and
necessary maintenance and/or repair a building or
structure, which leads to severe disrepair, resulting in
stability and structure removal.

Photographs from residents may provide some insights to the

PROPERTY MAINTENANCE

The City of Pittsburgh Department of Permits,
Licensing, and Inspections (PLI) enforces the_

International Property Maintenance Code as adopted
by the City of Pittsburgh Code of Ordinances, Title 10

Chapter 1004. PLI also enforces the Zoning Code (Title
9). These codes apply to all properties within the City,
regardless of historic district boundaries.

« Weeds and/or debris on a property

+ Abandoned vehicles on private property only

« Sidewalks that are a tripping hazard

« Electrical violations

+ Building Violations

+ Zoning Violations

changes made in the neighborhood over time.

HISTORIC RESEARCH

There are a variety of resources available for historic
documentation on buildings and areas in the City of
Pittsburgh, including:

« City of Pittsburgh Archivist

* Local libraries

« Sanborn Fire Insurance Maps

« Archives of local or state higher education
institutions such as the Carnegie Mellon
University Archives, University of Pittsburgh
Archives, and Penn State University Archives

+ Google Street View imagery from past dates

52 Chapter 6 | GUIDELINES FOR DEMOLITION 53


https://ecode360.com/45464567
https://ecode360.com/45464567

DRAFT

6.3 PROCEDURES FOR DOCUMENTATION

If demolition is to take place, complete the following steps
to document the historic building:

« Take photographs of the exterior and interior of
the building and its architectural details. Note the
condition and character of these spaces and their
details.

+ Take measurements of the outside of the building
and record its dimensions as well as its setbacks from
neighboring buildings.

* Send your photographs, notes, and measurements to
the DCP Staff.
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Sanborn Maps can help approximate the date and original
materials of a building, and catalogue changes in the area.
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CHAPTER 7

GLOSSARY
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7.1 GLOSSARY OF BUILDING FEATURES

Adaptive Reuse - refers to adapting an existing structure
for a purpose other than its original use and/or in its
original design.

Addition - new built rooms, spaces, and/or stories that are
constructed as an attachment to an existing building.

Accessory Building/Structure - a structure that is
subordinate to an serves a primary structure; is
subordinate in area, extent, and purpose to the primary
structure served.

Alley - a narrow right-of-way that typically runs behind
or between buildings in towns, serving as rear access or
service roads or walks.

Awning - an architectural projection that provides weather
protection, identity, or decoration and is wholly supported
by the building to which it is attached. An awning is
comprised of a lightweight frame structure over which a
covering is attached.

Bay - the space between columns or other structural
elements. In buildings where there may not be
intermediate structural elements, a bay refers to each
window in a wall’s span.

Bay Window - minor projection containing a window that
extends outward from the wall.

Bulkhead - the area between the sidewalk and the display
windows: can be of wood, tile, or metal, or can be glazed,
also known as a window base or kickplate.

Canopy - a permanent structure or architectural
projection of rigid construction over which a covering

is attached that provides weather protection, identity,

or decoration. A canopy is permitted to be structurally
independent or supported by attachment to a building on
one or more sides.

Cast iron - iron produced by casting molten ore into molds
of a wide variety of shapes and sizes; used for structural
members, freestanding ornament, and components of
building facades.

Character-Defining Feature - the unique qualities of a
building, property, or neighborhood conveyed by setting,
streetscape, and rhythm, and elements including materials,
craftsmanship, doors, windows, composition, roofline, and
finishes.

Clapboard - a siding material consisting of narrow
wood boards installed horizontally with the bottom edge
overlapping the board below.
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Column - a vertical support; in classical architecture, a
usually cylindrical support, consisting of a base, shaft, and
capital.

Compatible - alterations and new construction in historic
districts without adverse effect on the historic character.
Elements to consider are massing, size, scale, design,
materials, and details.

Composition - in design, the arrangement of elements
in relation to one another, generally according to a
predetermined set of standards or conventions.

Cornice - a decorated, projecting linear element placed
along the top of a building’s facade or atop a section of the
facade to divide it visually from other sections.

Demolition by Neglect - the willful or negligent failure to
provide ordinary and necessary maintenance and/or repair
a building or structure, which leads to severe disrepair,
resulting in stability and structure removal.

Display window - the main areas of clear glass on a
storefront behind which goods are arranged; usually of
polished plate glass.

Dormer - a minor projection on a pitched roof, usually
containing a window on its front face.

Eave - the lower edge of a roof slope that intersects and/or
overhangs the exterior wall.

Facade - the front, or principal, exterior face of a building;
may refer to other prominent exterior faces as well.

Feasible / Feasibility - the possibility for a solution or
approach to be done in an attainable way, which may be
influenced by the reasonable availability of the preferred
material, the skill required to execute the preferred
approach, and the quality, appearance, and character of
alternative solutions.

Flashing - sheet metal used to prevent water infiltration
at roof slope intersections or where roofs intersect vertical
surfaces (valleys, hips, chimneys, eaves)

Frieze - a decorative, horizontal band set just below the
cornice.

Gable - the upper area of the end wall of a building that
is located between the roof slopes (from cornice/eave to
ridge), typically triangular in shape.

Glazing - windows set in frames as part of a building.

Iviii

Grandfathered - refers to an existing and nonconforming
alteration that existed prior to the designation of the
historic district.

Hip Roof - a roof where all sides slope between the ridge
and eaves (includes no gable ends)

Historic - refers to elements, features, or structures that
have been in place for a significant period of time and are
original or compatible with the building style.

Hyphen - a minor volume that connects two larger
volumes, sometimes recommended for connecting historic
buildings with additions to provide physical and visual
separation.

Infill - new construction located within an existing,
historic context.

In-Kind - the replacement of an element with a new
element of the same material, color, texture, shape, and
form as the original.

Integrity - the ability of a property to convey its

significance through its physical features or characteristics.

Lintel - a structural member above a storefront that
supports the upper wall.

Lite - a piece of glass located within a window separated
by mullions.

Marquee - a sheltering roof over an entry supported by the

wall from which it projects rather than by piers or columns.

Masonry - materials such as stone, brick, and adobe used
for facing or structural support.

Massing - the distribution of a building’s volume through
three-dimensional forms to create its overall shape, size,
and height.

Mortar joint - the space between bricks, concrete blocks,
or glass blocks, that are filled with mortar or grout.

Muntin - a narrow strip that separates the lites within a
window sash.

New Construction - an independent structure that is built
on a parcel and is not connected or attached to an existing
structure.

Original - refers to elements or features that date to the
period of initial construction of a structure.
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Parapet - a low, solid, protective wall or railing along the
edge of a roof or balcony, often used to obscure a low-
pitched roof.

Pier - a vertical structural support of a building, usually
rectangular.

Pilaster -a narrowly protruding column attached to a wall,
giving the illusion of a real free standing support column.

Proportion - the relationships of the size, shape, and
location of one building element to the other elements or
the whole building.

Public Way - the surface, the air above the surface, and the
area below the surface within any public right-of-way and
any street, highway, lane, path, alley, sidewalk, boulevard,
drive, bridge, tunnel, park, parkway, lane, square, viaduct,
waterway, or other public right-of-way including public
utility easements or rights-of-way in which the City has
jurisdiction.

Recessed entry - an entrance door which is set back from
the main facade of the building.

Rehabilitation - refers to the process of returning

a building(s) to a state of utility, through repair or
alteration, which makes a use possible while preserving
those portions and features of the building and its site
and environment which are significant to its historic,
architectural, and cultural values.

Repointing - the process of renewing the pointing,
which is the external part of mortar joints, in masonry
construction.

Ridge - the location where two roof slopes meet to form a
peak, generally the highest point of a roof.

Right(s)-of-way - a strip of land acquired by reservation,
dedication, prescription, or condemnation and intended to
be occupied by a road, crosswalk, railroad, utility service;
and/or the surface and space above and below any real
property in which the City has an interest in law or equity,
including, but not limited to any public street, boulevard,
road, highway, freeway, lane, alley, court, sidewalk,
parkway, swale, river, tunnel, viaduct, bridge, park, or any
other place, area, or real property, other than real property
owned in fee by the City.

Setback - the dimension from a property line to a building
edge or location of an accessory structure. Setbacks are
regulated by zoning ordinances.

lix
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Architectural setback - an architectural device in which
the upper stories of a tall building are stepped back from
the lower stories.

Building setback - the distance that a house or structure
must be from the front, side, and rear property lines.

Storefront - the front exterior wall of a commercial space,
typically with large area of glass.

Surround/casing - an ornamental device used to enframe
all or part of a window or other opening in a wall.

Terra cotta - enriched clay, cast into blocks of almost any
form and usually glazed; used extensively in the late 19th
and early 20th centuries for wall cladding and decorative

elements.

Transom - a window element, usually horizontal, above
an entrance door or a larger window.

Vernacular - a design that is native to a region rather than
a specific architectural style. These designs typically have
more simplistic details and utilize local materials and
forms that respond to local climate.
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FURTHER READING

For more City-specific zoning definitions, please refer
to the City of Pittshurgh’s Zoning Code, Chapter 926 -
Definitions.
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